
®LUBCON  DuoMax 160

4.5 inches
11.43 cm
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  Unique two outlet grease lubricator for modern electrical motor maintenance free operation

  Adjustable up to five year minimum quantities dispensing ensures the correct  amount of grease in   
     the bearings

  Over lubrication common with conventional single point lubricators and manual  lubrication is   
     eliminated

Reliability

Cost Savings

Date:____/____/_____
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Long term maintenance free electrical motor operation. Automatic lubricator eliminates most 
common bearing failure’s due to over lubrication, under lubrication, contamination or accidental 
mixing of incompatible lubricants.



Housing material

® LUBCON DuoMax 160

Modern Lubrication Providing Best Machine 
Performance and Reliability
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EconomicaI

long-term lubrication for two lubrication points
easy installation and activation 
optimal metering of the lubricant
combination of high-performance lubricants and 
intelligent lubrication device
battery powered, no external power supply needed

Robust and Reliable

closed metal housing
completely sealed unit
performs in extreme environmental conditions 
(dust, water, heat)
installation in any position resistant against shock and
vibration

Lubrication Over Long Periods

individually adjustable operating time 
possible operating range up to 60 months
lubrication device for minimum quantities

3e. g. at 5 years operating time: 32 cm  per year

Technical Data DuoMax 160

125 mm / 4.9 inchMaximum width

Maximum hight 148 mm / 5.8 inch

Weight without lubricant 500 g / 17.6 ounce

aluminium

Lubricant volume
3 3

160 cm  (2 x 80 cm )

Feed rate 30,08 cm /stroke

Operating time individual up to 60 months

Suitable lubricants oils, greases up to NLGI class 3

Ambient operating -20 °C up to +70 °C/

Maximum feed pressure 10 bar / 145 psi

Temperature range -4 °F up to +158 °F

Protection class IP68

LUBCON TURMO LUBRICATION, Inc.

. . .3839 East Paris SE, Suite 303  Grand Rapids, MI 49512  USA Tel.: 616-575-6034  Fax: 

. .Toll Free: 877-887-6658  inquiry@lubconusa.com  www.lubconusa.com

®

. 616-575-6062

The indications made represent the present state of development and knowledge of LUBCON Lubricant Consult GmbH. Subject to change. The products are subject to severe 
controls of manufacture and comply in full with the specifications set forth by our company, but due to the multitude of different influencing factors, we cannot assume any warranty for the 
successful application in each individual case. Therefore, we recommend to perform field tests. We strictly refuse any liability. R
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The DuoMax 160  is an electro-mechanical lubricator to 
automatically lubricate two lubrication points with grease or oil. 
The aluminum body of the DuoMax 160 contains two sealed 
and unpressurized cartridges filled with 160 cm³ lubricant. Two 
progressive advancing pistons push the lubricant through two 
outlets to the lubrication points. The forward motion of the 
pistons is generated by a geared motor and a spindle drive.
The control of this movement, the time monitoring of the 
lubrication interval and the activation and control of the drive 
motor is done by a micro processor. A fixed unremovable lithium 
battery supplies the electronic circuit and the motor with energy.
The maximum life of the battery is 5 years.

Hose

LUBCON Lubrication System


